ACCUMULO A GAS

| GAS STORAGE

VGFN CAMERA STAGNA A TIRAGGIO FORZATO

CARATTERISTICHE TECNICHE / TECHNICAL FEATURES

Modello / Made! ~ VGFN-2  VGFN-3  VGFN-4  VGFN-E VGFN-B
Euro / Euro = = - - -
Capacita / Storage It 20 30 3% 585 I
Peso lordo / Gross welgh! Iy 20 %5 309 269 35
Peso netto / Nel welght ky 215 0 300 218 n
Dimensionl imballo / Packing dimensions  em
altezza / helght 1670 2000 237 2060 2360
| width 780 180 780 980 980
| depih 780 780 780 980 980
Raccordo gas / Gas Infel a "” 1 /4 172 "7
Tenslone / Vollage v 220240 220,240 2000240 220240 2201240
Pressione max / Maximum
dl esercizio bar / pressurebar 6 6 6 ] 6
Consumo gas / Gas consumplion
B m3/Mh 265 307 307 32 38
GPL/LPE kg 200 230 260 240 240
Portata termica / Heal lnput W 5 29 el kil K]l
Trattamento / Tank profection Velroporcellanatura a 870°C/ Vitraous enamel al 6/0°C
Tempo di riscaldamento /Heating lime
A=35"C / Al=25°C min 24718 arny Ky 49735 62744
Produzione conlinua / Conflnuous rale
Al35°C/ Al=25"C i | 542/760 672/ 41 672/ 941 73111024 73171024

SCARICO FUMI : DISPONIBILI KIT
ORIZZONTALE, SDOPPIATO, E VERTICALE

FLUE KITS ARE AVAILAGLE IN HORIZONTAL,
VERTICAL, AND TWIN FLUE OPTIONS.

SCALDABAGNI A GAS A CAMERA STAGNA

Scaldacqua  camera stagna, raggi orzalo,

ad accensione eletlronica ionizzala per la produzione

ed accumulo di acqua calda sanitaria (ACS) Dimensionl mm
Modello | Capacita It
Sobatoo i A |8 | c | o | o | F| 1 [ H | sue | oveec | BR-BS
?rasmd’a;mmﬁpa po- VGFN-2 00 A5 A5 50 %0 185 M5 O 1560 TIA "” r
Immmmwmm VGEN3 300 45 4B 50 %0 140 1% A 12 1A "” r
vetroporcellanalura inomganica alimentare DIN 4753.3 VGFN-4 400 403 475 510 nH 198 2145 70 27 1114 W {je
Protezione catodica: due anodi di magnesio .
VGFN-6 600 110 475 55 950 165 1830 90 1950 1114 /4 1
Coibentazione: poliuretano rigido VGFN-8 800 10 LI 555 %0 a0 N% 920 210 114 " 1"
mmm e A | B [ € [0 [0 [ F [ 1 [ W[ eue | ovec | ones
Sicurezza: lermostali di sicurezza conlro Dimensions mm
sovratemperature, pressostato differenziale a
protezione di ogni anomaka di scarico.
Accessori di serie; lermomelro, valvola sicurezza
contro la sovra-pressione, anoden tester, orologio s 6 appicaoe 0 i
programmatore digitale it 1 b priddere
Scarico fumi: disponibili kit di scarico orizzontale,
sdoppiato, e verticale, e una completa gamma di
prolunghe e curve

BALANCED FLUE GAS FIRED WATER HEATERS
Gas fired storage waler heaters, balanced fue type,

fully room sealad, electronic ignition with flame [ T "
lonisation, for production and storage of DHW, 1

o Wl ouicna
Cyfinder: glass-ned Outiet
Max. working pressure: 6 bar 26T ov LRl v
Recommended storage temperature: 65°C
Intemal lining: fully glass-ined according
with DIN 4753.3. standards
Cathodic protection: ouble magnesium anodes
easly accessble
Insulation: rigid potyurethane encased with a plastic J onfidtie
coaled iron sheel

Secunity: salety thermostats in case of overheating,
alr pressura switch which interrupts the gas flow o

the bumer in case of exhaust or combustion leakage. r
Standard ancillanes: thermometer, salely P

Ol
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valve against overpressure, anoden tester, digital N s Searien
P it “ a4
Flue kits: available in horizontal, verfical, o |
and twin flue options, together with an extensive
range of extension pipes and bends [V \J
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